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About This Guide 



This guide provides: 

• Information for using the Rapid Deployment Pack as a server deployment solution 

• A destription of the Deployment Server Console, its basic functionality, and 
ProLiant-specific features 

• A desciption of the files and directory structure comprising the Rapid Deployment Pack 
components 

• Server deployment usage scenarios 

Audience Assumptions 

To install and configure the Rapid Deployment Pack, it is assumed that you have 
knowledge of: 

• Installing Microsoft® Windows®, either from CD or the network, using the unattend.txt 
mechanism 

• Basic Windows management and administration, such as manipulating files and folders 
in Windows Explorer, creating users and groups in Computer Management, and setting 
share persmissions 

• Network infrastructure 

• (Linux® deployments only) Installing Linux either from CD or a network 

• (Linux deployments only) Basic Linux command line interface operations (for example, 
mounting and unmounting floppy and CD-ROM drives, creating directories, and 
copying files) 

To perform tasks after the installation is complete, it is assumed that you have knowledge of 
editing files within Windows and Linux. 
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About This Guide 



Related Documents 

HP recommends reviewing the following documentation before reading this guide: 

• The HP ProLiant Essentials Rapid Deployment Pack Planning Guide 

• HP ProLiant Essentials Rapid Deployment Pack — Windows Edition Support Matrix 

• The HP ProLiant Essentials Rapid Deployment Pack — Windows Edition 
Installation Guide 

All of the documents can be found in PDF format at http://www.hp.com/servers/rdp . from the 
Rapid Deployment Pack CD autorun utility, at \pim-ds\docs on the product CD, and at .\docs 
on the Deployment Server. 

Where to Go for Additional Help 

Refer to the following sources for additional information about the Rapid Deployment Pack. 

Online Resources 

• HP ProLiant Essentials Rapid Deployment Pack website at 
http ://www. h p . CO m/se rvers/rd p 

• HP ProLiant Essentials Rapid Deployment Pack Knowledge Base at 
http://www.hp.com/servers/rdp 

• HP ProLiant Essentials Rapid Deployment Pack What's New at 
http://www.hp.com/servers/rdp 

• ITRC User Forum "ProLiant Deployment & Provisioning" at http://forums.itrc.hp.eom 

• Altiris website at http://www.altiris.com 

Telephone Numbers 

For the name of your nearest HP authorized reseller: 

• In the United States, call 1-800-345-1518. 

• In Canada, call 1-800-263-5868. 

For HP technical support: 

• In the United States and Canada, call 1-800-652-6672. 

• Outside the United States and Canada, refer to http ://www . h p . com 
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Introduction to the Rapid Deployment Pack 



Deployment Server Console Overview 



The Deployment Server Console provides the means to view and deploy servers within your 
network. The information in this section provides a brief description of the views and 
functions provided with the Deployment Server Console. 
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Deployment Server Console View 



• Computers pane — On the upper-left side of the console, displays New Computers and All 
Computers default listings (new servers connected to the Deployment Server and ready 
for initial deployment appear in the New Computers list) 

• Jobs pane — On the lower-left side of the console, lists jobs provided with the ProLiant 
Integration Module for Deployment Server 

• Details pane — On the right side of the console, displays details for selections highlighted 
within the Computers pane or Jobs pane 

• Console toolbar — At the top of the console under the menu toolbar, provides icons to 
access various Altiris functions, such as (left to right): Boot Disk Creator, Rapidlnstall 
Editor, PC Transplant Editor, ImageExplorer, Remote Agent Installer, PXE 
Configuration, and BIS Configuration 



Boot Disk Creator PXE ConifiguratiDn Utility 
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Deployment Server Console Interactions 

• View new computers or server status changes when they automatically appear in the 
Deployment Server Console view after an image deployment or scripted install. 

• Start a job on a server by: 

— Dragging and dropping the server fi-om the Computers pane to the job in the 
Jobs pane 

— Dragging and dropping the job from the Jobs pane to the server in the 
Computers pane 

• In the Computers or Jobs pane, click the plus sign (+) icon before each selection name to 
expand the selections. 

• Right-click a server or job to access menu options, such as properties, job scheduling, or 
power management. 

ProLiant-Specific Features 

This section describes enhancements made to the Altiris Deployment Server Console 
specifically for ProLiant servers. 

Integration with Lights-Out Management 

Lights-Out Management enables the management of remote servers and the performance of 
remote console operations regardless of the state of the operating system or hardware. 

The Deployment Server provides the ability to use the power management features of 
Integrated Lights-Out (iLO) and Remote Insight Lights-Out Edition (RILOE) to power on, 
power off, or cycle power on the target server. Each time a server connects to the 
Deployment Server, the Deployment Server determines if iLO or RILOE is installed in the 
server. If either is installed, the Deployment Server gathers information including the DNS 
name, IP address, and first user name. To perform management actions using RILOE or iLO, 
you must enter the password if it has not been previously saved. This password is saved in the 
SQL database using a standard encrypted password field. Any commands from the 
Deployment Server to RILOE or iLO are sent through HTTPS protocol, so the 
communication is secure and encrypted. 
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To display the stored Lights-Out information for each server: 

1. Within the Computers pane, right-click the server. 

2. Select Properties, and then scroll down and select the Lights-Out icon. 



Computer Properties 



Computei Properties 



2£J 



Applications 




Lights-Out: 



Model: 


Remote Insight Lights Out Edition 


Firmware version: 


1.40 


Firmware date: 


6/27/2003 


IP address: 


10.10.1.100 


Subnet mask: 


255.255.255.0 


DNS name: 


ILO6J21JNT1J007 


DNS IP: 


0.0.0.0 


Gateway IP: 


0.0.0.0 


MAC address: 


00508BEC0ED0 


Telenet port: 


23 


HTTP port: 


80 


HTTPS port: 


443 


User name: 


Administrator 



Password.. 



OK 



Cancel 



Help 



1-4 



HP ProLiant Essentials Rapid Deployment Pack-Windows Edition User Guide 



Introduction to the Rapid Depioyment Pacl< 



To access the iLO or RILOE interface from the Deployment Server console: 

1. Within the Computers pane, right-click the server. 

2. Select Power Coiitrol>RILOE/iLO - Interface. 
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This interface provides easy access to iLO and RILOE features, such as remote console. 
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Physical Devices View 

The Rapid Deployment Pack detects and displays server blades based on their physical rack, 
enclosure, and bay locations. After server blades are connected to the Deployment Server, the 
Computers pane displays the Physical Devices listing. The servers are viewed according to 
their Rack\Enclosure\Bay (R\E\B) settings. Because R\E\B is a new feature and is only 
available with server blades, this view option is only presented if the Deployment Server 
database contains R\E\B information for any computer. A job can be deployed on a server 
listed in this view. 

Table 1-1 lists the server icons that are used in the Physical Devices View in the Deployment 
Server Console. 



Table 1-1: Server Icons 



Icon 


Description 


Indicates a grouping of physical devices 


^ Indicates a rack 


iMi Indicates an enclosure 


G) 


Indicates a single server blade in a bay 


h 


Indicates an unconfigured server blade in a waiting state designated by the user 


m 


Indicates a virtual bay 
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Real Name: BL10e 

Occupancy: 20 Ba^is, 10 ba^is in use 



Model: ProLiant BL e-Class 



I Red Name | Server Name | Used Bays | IP Address | Status 



HPQ-BLlOe-1 
HPQ-BLlOe-2 
HPQ-BLlOe-3 
HPQ-BLlOe-4 
HPQ-BLlOe-5 
HPQ-BLlOe-6 
HPQ-BLlOe-7 
HPQ-BLlOe-G 
HPQ-BLlOe-9 
HPQ-BLlOe-10 
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Virtual Rack/Enclosure/Bay 

ProLiant BL servers can be predefined with configuration settings and assigned jobs before 
the servers are connected to the Deployment Server. This feature is equivalent to using the 
Deployment Solution Virtual Computer feature. However, the Virtual Bay feature is only 
available with the Rapid Deployment Pack installation. 



To create a virtual bay: 

1. If the Physical Devices option is not already enabled, select View>Show Physical 
Devices. 

2. In the Computers pane, right-click Pliysical Devices, and select New Virtual Bay. 
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3. At the Create Virtual Bays screen: 
Enter the rack name. 
Enter the enclosure name. 
Select the enclosure type. 
Browse to locate the initial job. 
Select the server change rule. 
Click OK. 



Create Virtual Bays 



Rack name: 



HPQ 



Enclosure name: lBL20p1 




Enclosure type: |i 
InitialJob: 



ProLiant BL p-Class 



DeploiJ Hardware Configuration and Windows I Browse.. 
Server change rule: |Re-DeploiJ Computer 



□ K 



Cancel 



Help.. 



IMPORTANT: The rack and enclosure name in the virtual bay must match the rack and enclosure 
name of the target enclosure. 

The appropriate number of bays for your enclosure is based on the enclosure type 
selected. This information is derived from the initialization file, enclosures.ini, located in 
the .VDeployment Server directory. 
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At the Computer Configuration Properties screen, select Microsoft Networking, and 
then click Define Range. 



Computer ConfiguratiDn Properties 



Configuration 

Enter or modifiJ configuration settings. Click the propertiJ categoriJ icons for additional 
settings. 




Enter the Microsoft networking (NetBIOS) name for this computer 
on the network. This name must be unique and is limited to a 
mawimum of 1 5 characters. 



Computer name: |" 



Define Range... 



Enter the Microsoft networking workgroup or domain that this 
computer is a member of. See the product documentation for 
information on setting up computer accounts in the domain. 



(* Workgroup: |" 



r Dc 



r 



OK 



Cancel 



Help 
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5. At the Computer Name Range screen, enter the fixed portion of the server names, and 
then click OK. 



Computer Name Range 



Enter the number of computers and the starting information to create the 
computer names. 



2<l 



Fixed text: 
Range start: 
Result: 



|HPQ-BL20P1- 



r 



Associate 



1^ Append 



HPQ-BL20P1-1...HPQ-BL20P1-10 



□ K 



Cancel 



6. At the Computer Configuration Properties screen, select TCP/IP, and enter the IP 
information for the first server blade. Click OK. Subsequent server blades are assigned 
the same information, except the IP address increases incrementally for each blade. 



Computer Configuration Properties 



Configuration 

Enter or modifii configuration settings. Click the propertii categoriJ icons for additional 
settings. 
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Advanced.. 



Cancel 
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The new virtual bays appear under Physical Devices with virtual bay icons when the virtual 
enclosure is selected. The server names and IP addresses appear in the Details pane. 

The rack, enclosure, and bay numbers are listed in the Physical Devices view, with bays 
indicated by virtual icons. When a server blade with a matching rack, enclosure, and bay 
connects to the network and is identified by the Deployment Server, the awaiting 
configuration and jobs automatically execute. The virtual icon changes to a managed server 
icon in the Deployment Server Console. 

ProLiant BL Server Rip-and-Replace 

ProLiant BL servers include rule-based deployment based on a change in physical location. 
This feature enables rapid serviceability when replacing failed server blades, a procedure 
called "rip-and-replace." 

The Deployment Server tracks the physical location of every ProLiant BL server and detects 
when a new server has been placed in a particular bay. The Change Rules feature can be 
configured to initiate one of several different deployment actions when the Deployment 
Server detects a new server placed into a previously occupied bay. Rules are set for 
individual server blades. 

NOTE: A server blade must be discovered and deployed by the Deployment Server or be located in a 
Virtual Bay to access the server change rules. 

IMPORTANT: Licenses applied to a specific server cannot be removed or transferred to 
another server. 
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To access the server change rule: 

1. Within the Computer pane, right-cUck the server. 

2. Select Properties, and then scroll down and select the Bay icon. 



Computer Properties 



Computei Properties 




Applications 




Name 
Rack: HPQ 
Enclosure: BLIOe 
Bay: 1 

Bay index: 1 
Last known server name: 
Server change rule 



Real Name 
HPQ 
BLIOe 
1 



HPQ-TUZ9CMD2465 



Wait for User Interaction 



Re-Deploy Computer 



Run a Predefined Job 
Wait for User Interaction 
Ignore the Change 



□ K 



Cancel 



Help 



The following rules can be configured from the Bay properties window: 

• Re-Deploy Computer — Takes the previous server configuration history and replays it on 
the new server. All tasks and jobs in the server history replay starting from the most 
recent image or scripted installation job. This is only available after the server is 
deployed or a Virtual Bay has been created. 



• Run Predefined Job- 
Deployment job. 



-Processes any job specified by the user, including the Initial 



• Wait for User Interaction — Performs no job or task. The Deployment Agent on the server 
is instructed to wait, and the icon in the console is changed to reflect a waiting server. 

• Ignore the Change — Ignores the new server, meaning that no jobs are initiated. If the 
server existed in a previous bay, the history and parameters for the server are moved or 
associated with the new bay. If the server is a new one (never before seen), its properties 
are associated with the bay, and the normal process defined for new servers, if any, is 
followed. 



1-12 



HP ProLiant Essentials Rapid Deployment Pack-Windows Edition User Guide 



2 
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The usage scenario in this chapter uses server blades as an example to: 

• Deploy an operating system using scripted installation 

• Perform an image capture 

• Deploy a captured image simultaneously to other similar server blades 

• Perform a server configuration 

• Set a deployment rule to enable rip-and-replace on a deployed server blade 

Although this scenario uses server blades, the process can be duplicated for other supported 
ProLiant servers. When performing an image capture and deployment, the hardware 
configuration of the target servers must be identical to the hardware configuration of the 
reference server. 

This scenario presumes that all necessary installation and pre-deployment steps provided in 
the HP ProLiant Essentials Rapid Deployment Pack — Windows Edition Installation Guide 
have been performed. 

IMPORTANT: If you plan to change the default rack and enclosure names, set these names before the 
first server in an enclosure connects to the Deployment Server. After the server blades are powered on 
for the first time and the rack and enclosure names are recorded in Deployment Server database, the 
server blades must be rebooted for new rack and enclosure names to be discovered. For more 
information, refer to "Configuring ProLiant BL Server Enclosures" in the HP ProLiant Essentials Rapid 
Deployment Pack — Windows Edition Installation Guide. 
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Connect an enclosure of server blades to the network and power on the enclosure. The server 
blades connect to the network. The Deployment Server detects all server blades that come 
online and displays them in the Computers pane of the Deployment Server Console under 
New Computers or Physical Devices by utilizing Preboot execution Environment (PXE). 

Server blades are indicated in the Deployment Server Console by rack name-enclosure 
name-bay number. For example, in the following figure, the rack name of the first server is 
HPQ and the enclosure name is BLlOe. Each server blade is denoted by an icon, which 
specifies that the server blade is waiting for instructions. 
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10 totai 



System Jobs 

Microsoft Windows 2000 Scripted Insiiali Events 
^ ProLiant BLlOe Scripted Install For Microsoft Windows 2000 
^ ProLiant BL20p Scripted Install For Microsoft Windows 2000 
ProLiant BL40p Scripted Install For Microsoft Windows 2000 
ProLiant ML/DL Scripted Install For Microsoft Windows 2000 
Microsol't Windows 2003 Scripted Insiiali Events 
ProLiant DL380 Packaged Cluster Depioyment Events 
Red Hat Enterprise Linux AS 3 Scripted Instail Events 
Red Hat Enterprise Linux ES 2. 1 Scripted Instail Events 
Red Hat Enterprise Linux ES 3 Scripted Install Events 
Red Hat Linux 7.2 Scripted Instali Events 



1 



zi 



ReallName: BLlOe 

Occupancy: 20 Bays, 1 0 bays in use 



(Model: ProLiant BL e-Class 



Name 
^^1 
»V2 

^4 
^5 

^7 

tt^io 



I Reai N 



I Server Name | Used Bays | IP Addres~ 



hpq-bl: 

HPQ-EL. 

hpq-bl: 

HPQ-EL: 

hpq-bl: 

HPQ-EL: 

hpq-bl 

HPQ-EL: 
HPQ-BL 
HPQ-EL: 
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Scripted Installation Deployment for ProLiant BL Servers 

You can deploy all of the server blades in an enclosure by means of a scripted install job. 
However, it is faster to run the scripted install on the first server blade, which becomes the 
reference server, and then capture and deploy the reference server image to all the other 
server blades in the enclosure simultaneously. 

From the Deployment Server Console, to deploy a single server blade: 

1. In the Jobs pane, select the scripted install job to deploy, and drag this icon to the server 
to be deployed. 
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Initial Deployment 
I System Jobs 

^ Microsoft WndoiAis 2000 Scripted Install Ev 
■■^ [ProLiant BLlOe Scripted Install Foi 

ProLiant ELSOp Scripted Install For Microsoft Windov^s 2000 
ProLiant BL40p Scripted Install For Microsoft Windows 2000 
■■^ ProLiant ML/DL Scripted Install For Microsoft Windows 2000 
I Microsoft WindoiAis 2003 Scripted Install Events 
j] ProLiant DL3S0 Packaged Cluster Deployment Events 
j] Red Hat Enterprise Linux A5 3 Scripted Install Events 
'J Red Hat Enterprise Linux ES 2. 1 Scripted Install Events 

aJ ^ 

0 total 
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Description: 
Condition: I |default| 



-'I Setup » I 



Task 



Run Scripl 

Power fvlanagement 

Run Scripl 

Power Management 

Run Scripl 

Run Script 



I Details 



Sel Hardware Corliguratior 

|Peboot| 

Sel Disk Padition 

|Peboot| 

Install GS 

Install OS 



T 



±J± 



Add» I 
Modilii... I 



_J Delele 



Computer 



I Group 



I Scheduled At 



I Status 



I Condition I Computer Name | If 



2i 
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2. Select Run this job immediately, and then click OK. 



Schedule Computers for Job - (ProLiant BLlOe Scripted Install for Microsoft Win 



Schedule Job 

Run job imnriediatelv or schedule it for a later time or interval. 




C Do not schedule 

Select this option to unschedule the selected items. 



(* iRun this job immediately. 

iSchedule for immediate execution. 



C" Schedule this job. 

Schedule this job to run at a later time or interval. 



Date: |l1/14/2003 Time: |l 0:46 AM 

|~ Repeat this job every |l | dav(s) ^ 



F Allow this job to be deferred for up to js |minute(s) 

|~ Schedule in batches of |25 computers at js minute intervals 



OK 



] 



Cancel 



Help 



The Details pane displays the tasks that are occurring during the installation. 

When the server deployment is complete, the server icon and server name change. 

NOTE: For Windows installs, tine server name is a randomly generated name specified by the 
unattend.txt file. For Linux installs, the server name is the default host name, localhost for Red Hat or 
(none) for UnitedLinux. 

NOTE: The job status might change to Complete before the installation is actually complete, because 
the installation status is not communicated to the Deployment Server during the operating system 
portion of the scripted install job. The installation is complete when the Deployment Agent on the target 
server automatically connects to the Deployment Server and displays the blue server icon. 
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Image Capture for ProLiant BL Servers 

After a scripted install and any post-configuration of the reference server are complete, you 
can perform the image capture and deploy that image to multiple similar servers. 

From the Deployment Server Console, capture a server blade image: 

1. In the Jobs pane, select the Capture Hardware Configuration and Windows Image 

job, and drag the icon to the reference server in the Computers pane. 
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3-^^] Nei/ij Computers 
" HPQ-BLlOe-10 
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^ HPQ-BLlOe-5 
HPQ-BLlOe-6 
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HPQ-BLlOe-9 
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Capture Hardvvare Contigureliion end linux Image 
^ Capture Hardware Configuration and Windows Image: 
1^ Depiov Hardware Conl^iguration and Linux Image 

Depioy Hardv^are i.onl-iguration and WindoiAis Image 
5niartSi:ari: Toolldi: Hardware Configuration Events 
LJnii:edLinux 1 .0 Scripted Install Eveni:s 



re Hardware Configuration and Windows Image 



Description: 
Condition: ||deleult] 



Setup » I 



Install Package 
Creele Image 
Run Script 



I Details 



Adeplo^MoolsVcpqprep.eKC 

.\imagesWincep.img 

Capture Hardware Configuration 



T 



+ + 



Computer 



I Group 



I Scheduled At 



I Status 



I Condition 



2. Select Run this job immediately, and then cUck OK. 



IIUIPORTANT: The jobs provided with the Rapid Deployment Pack create and deploy images using a 
predefined image name. If you use the provided jobs without modification, each time you capture a new 
image it overwrites the previous image. To capture images for different server configurations, you must 
copy and rename the job, and then modify the file name variables within the job so that the files are 
saved with a unique name. For information about modifying the provided jobs, refer to Chapter 3 of 
this guide. 



The server reboots and performs the specified tasks. 

When the image capture is complete, the server icon changes to indicate a server is connected 
to the Deployment Server. 
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Image Deployment for ProLiant BL Servers 

From the Deployment Server Console, deploy a set of server blades using imaging: 

1. In the Computers pane, select all of the server blades to be deployed, and drag these to 
the corresponding Deploy Hardware Configuration and Windows Image job. 

NOTE: If you are deploying the image to all the server blades in an enclosure, you can select the 
enclosure from the Physical Devices view. 



NOTE: Redeploying the captured image to the same reference server enables you to take advantage 
of the speed of image deployment if the reference server is ever replaced with rip-and-replace enabled. 
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I Conditio 



ivents 
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EI-(gD Red Hat Linux 7.3 Scripted Install 
\±\-^ Red Hat Linux 3.0 Scripiied Insiiall 
I+l- -1^ Red Hat Linux Advanced Server 2 
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^ Capture Hardi/jare Configu^ ^^d Windows Image 
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Deploy Hardware Configuration and Windows Image 



H- 4©J SmartStart Toolkit Hardware Configuration Events 
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2. Select Run this job immediately, and then click OK. 



Schedule Computers for Job 



Schedule Job 

Run job immediatelv or schedule it for a later time or interval. 



C" Do not schedule 

Select this option to unschedule the selected items. 



(* iRun this job immediateiv. 

iSchedule for immediate eKecution, 



C" Schedule this job. 

Schedule this job to run at a later time or interval. 



Date: [11/14/2003 _J Time: 1 10:46 AM 
|~ Repeat this job every pi | dav(s) ^ 



17 Allow this job to be deferred for up to jl | minute(s) ^] 

I Schedule in batches of [25 computers at [s minute intervals 



□ K 



] 



Cancel 



Help 



The image of the reference server previously captured is deployed to all of the selected server 
blades simultaneously. 

When the server deployment is complete, the server icons change to indicate a server is 
connected to the Deployment Server. 
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Configuration of Deployed Servers 

When deploying an image, the target server is automatically reconfigured to use the computer 
name and IP address information specified in the Deployment Server database. This 
Deployment Server feature can also be used to reconfigure existing servers or servers 
deployed using scripted install. 

In the previous example, the reference server blade was installed using a scripted install job. 
This server was named HPQ-H7BVGXDFUE9, as specified in the Windows unattend text 
file. 

To change the name of the reference server to match those deployed using imaging: 

1. In the Computers pane, right-click on the server to configure, and then select Configure. 



hp ProLiant Essentials Rapid Deployment Pack Powered By Altiris express Deployment Server 



File Edit View Operations Tools Help 



12, o Jl # X a ^ ( 



a*^H.arS''EllliSS!EllS0 



Nei/if Computers 
-=J HPQ-BLlOE-10 
HPQ-BLlOE-2 
HPQ-BLlOE-3 
HPQ-BLlOE-4 
HPQ-BLlOE-5 
» HPQ-BLlOE-6 
SI HPQ-BLlOE-7 
a HPQ-BLIOE-S 
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B-^ Physical Device ^History. 
B § HPQ 
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.Wi Restore.. 
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Configure the computer 



Active IP Address:10 10.1.101 (through DHCP| 
W2K Status: 



MAC Address: 00i32;:^5EB1 OCG 



Job I Folder | Scheduled At | Status ~ 

■^ProLiant BLlDe 5cripi:ed ,.. Micro5ol=t ... 11/20/2003 1:51 PM Script execution complete 



I Conditio 



Cdel=ault; 
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At the Computer Configuration Properties screen, select Microsoft Networking, and 
then enter the new computer name. 



Computer ConfiguratiDn Properties 



Configuration 

Enter or modifv configuration settings. Click the property category icons for additional 
settings. 




OS Licensing 



Enter the Microsoft networking (NetBIOS) name for this computer 
on the network. This name must be unique and is limited to a 
maximum of 1 5 characters. 



Computer name: HPQ-BL10E-1 



Enter the Microsoft networking workgroup or domain that this 
computer is a member of. See the product documentation for 
information on setting up computer accounts in the domain. 



(*" Workgroup: 
C Domain: 



WORKGROUP 



OK 1 


Cancel 




Help 1 
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3. If you want to change from the default DHCP configuration to a fixed IP address, select 
TCP/IP, and then enter the IP address information for the server. Select OK to start the 
reconfiguration process. 



Computer ConfiguratiDn Properties 



Configuration 

Enter or modifiJ configuration settings. Click the propertiJ categoriJ icons for additional 
settings. 




Host name: 

Network adapter: |hPNC31G3 Fast Ethernet NIC ^ Add 



Description: HP NC31 G3 Fast Ethernet NIC 

MAC address: 



0002A5EB10CG 



Domain suffix: | 

C" Use DHCP to obtain an IP address 

(*" Assign a static IP address 

IP address: 

Subnet mask: 

Default gateway: 

DNSl: 

DNS2: 



10 . 10 . 1 .50 
I 255 . 255 . 255 . 0 



10 . 10 . 1 . 1 



Advanced.. 



OK 



Cancel 



Help 



NetWare 
Client 



I 

% 

OS Licensing 
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The server configuration changes. This change is reflected in the Deployment Server 
Console. 
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g Red Hat Linux 7,2 Scripted Install Events 

g Red Hat Linux 7,3 Scripted Install Events 

g Red Hat Linux S,0 Scripted Install Events 

p Red Hat Linux Advanced Server 2. 1 Scripted Install Events 



Active IP Address:10 10 1 50 
W2K Status: 



MAC Address: OOO^i^SEBIOCE 



^ProLiant BLlOe Scripted .. 
f'' Reconfigure; HPQ-H7BV,. 



Microsoft .,. 
Configure J.. 



I Status 



I Conditio 



11/20/2003 1:51 PM 
11/20/2003 5;51PM 



Script execution complete 
Configuration process complete 



(default; 
(default. 



2l 
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Rip-and-Replace for ProLiant BL Servers 

From the Deployment Server Console, set a deployment rule on one of the deployed 
server blades: 

1. In the Computers pane, right-click a single server. 

2. Select Properties. 
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Advanced 
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New Job Wizard., 
^ New Group,.. 
"Mj fJevv Computer , . . 



ED "J 



Rename 
X Delete 

Change Agent Setting? 
Goto Physical Device 



Security.., 

Job Scheduling Wizard. . 



El- !§] Red Hat Linux 7 |^ ff 
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[±]-[^ Red Hat Linux 8.0 Scripted Install Events 
H-l^ Red Hat Linux Advanced Server 2. 1 Scripted Install Events 
9 (@] SmartStart Toolkit and OS Imaging Events 

Capture Hardware Configuration and Linux Image 

■ ^ Capture Hardware Configuration and Windoi/^fs Image 

■ ■ ^ Deploy Hardware Configuration and Linux Image 

Deploy Hardware Configuration and Windows Image 
H- lg] SmartStart Toolkit Hardware Configuration Events 
UnitedLinux 1.0 Scripted Install Event? 

Modifies the current selection's properties 



1 



Active IP Address:1l] 1 01 50 
W2K Status: 

I Folder ~ 



MAC Address: 0002A5EB10CG 



^ProLiant BLlOe Scripted , . . Microsoft . , . 
Reconl=igure: HPQ-H7BV. , . Conl=igure J. . 



I Scheduled At 



I Conditio 



11/20/2003 1;51 PM 
ll/20/2003 5:51 PM 



Script execution complete 
Configuration proces? complete 



(default, 
(default; 



DLiL 
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3. Scroll down and select the Bay icon. 

4. Select Re-Deploy Computer from the Server change rule list. 



Computer Properties 



Computer Properties 



Applications 




Location 



Name 
Rack: HPQ 
Enclosure: BLIOe 
Bay: 1 

Bav index: 1 
Last known server name 
Server change rule 



Real Name 
HPQ 
BLIOe 
1 



HPQ-BL10E-1 



Wait for User Interaction 




i Re-Deploy Computer 


Run a Predefined Job 




Wait for User Interaction 




Ignore the Change 





□ K 



Cancel 



Help 



5. Click OK. 



When this server blade is replaced, the deployment history is replayed on the new server. The 
tasks and jobs in the server history are run starting from the most recent image or scripted 
installation job, which for this example would be the image deployment. 
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Understanding the ProLiant Integration IVIodule for 

Deployment Server 



Rapid Deployment Pack Jobs 

Several sets of deployment jobs are imported into the Deployment Server console during 
installation of the Rapid Deployment Pack. The jobs are not physical files on the Deployment 
Server. 



m Jobs 



|£) Initial Deployment 
15 -0 System Jobs 

l5- (B| Microsoft Windows Scripted Install Events 

ProLiant BL Scripted Install for Microsoft Windows 

' |g) ProLiant ML/DL Scripted Install for Microsoft Windows 

□■■■(^ ProLiant DL380 Packaged Cluster Deployment Events 

U) Packaged Cluster Imaged Install for Windows 

12) Packaged Cluster Scripted Install for Microsoft Windows 

l=] -(Sl Red Hat Linux Scripted Install Events 

I (R) ProLiant BL Scripted Install for Red Hat Linux 

^ U) ProLiant ML/DL Scripted Install for Red Hat Linux 

□■■■(©] SmartStart Toolkit and OS Imaging Events 

U) Capture Hardware Configuration and Linux Image 

1^ Capture Hardware Configuration and Windows Image 

U) Deploy Hardware Configuration and Linux Image 

12) Deploy Hardware Configuration and Windows Image 

l5-(S] SmartStart Toolkit Hardware Configuration Events 

U) Capture Hardware Configuration 

(2) Deploy Hardware Configuration 

12) Erase Hardware Configuration and Disks 

|=l -(^ UnitedLinux 1.0 Scripted Install Events 

i 12) ProLiant BL Scripted Install for United Linux 1.0 

' (2 ProLiant ML/DL Scripted Install for United Linux 1,0 



These jobs are organized into the following categories: 

• Scripted install jobs for specific operating systems 

• ProLiant DL380 Packaged Cluster Deployment jobs 

• SmartStart Toolkit and OS Imaging jobs 

• SmartStart Toolkit Hardware Configuration jobs 
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Scripted Install Jobs 

A scripted install job enables you to perform a scripted hardware configuration and operating 
system installation of any supported operating system on a configured or unconfigured server. 

The scripted install jobs perform the following operations consecutively: 

1. Run a batch file that configures the hardware, using the CONREP and ACR utilities from 
the SmartStart Scripting Toolkit 

2. Reboot the computer 

3. Run a batch file that partitions the hard drive, using the CPQDISK utiUty 

4. Reboot the computer 

5. Run a batch file that copies support files to the hard drive of the target server and starts 
the operating system- specific scripted installation mechanism 



3-2 



HP ProLiant Essentials Rapid Deployment Pack-Windows Edition User Guide 



Understanding the ProLiant Integration Module for Deployment Server 



Windows Scripted Install Jobs 

Table 3- 1 provides a breakdown of the ProLiant ML/DL scripted install for a Microsoft 
Windows job. Each bold line represents one of the tasks in the job. Under each script task is 
a condensed listing of the script and a description of its functionality. Details for modifying 
each of these variables follow this table. 



Table 3-1 : Contents of the Microsoft Windows Scripted Install Job 



Run Script (Set Hardware Configuration) 

set osf ile=w2k-h . ini 
set hwrf ile=mldl-h. ini 

set aryf ile=mldl -a . ini 

call f : \deploy\tools\scripts\setcf g -bat 

This external batch file sets the hardware and array configuration settings. First, it calls 
CONREP with the wk2-h.ini file to set the hardware operating system settings. Next, it 
calls CONREP with the midl-h.lnl file to set the rest of the hardware settings. Finally, it 
calls ACR with the midl-a.ini file to set the array configuration settings. 

Shutdown/Restart (Reboot) 

Run Script (Set Disk Partition) 

set prtf ile=w2k:-p . ini 

call f : \deploy\tools\scripts\setpart . bat 

This external batch file sets the disk partition configuration settings. It calls CPQDISK with 
the wk2-p.ini file to set the disk partition settings. 

Shutdown/Restart (Reboot) 

Run Script (Install OS) 

set ss=ss.xxx 

where xxx \s the version of support files installed. For example, 640 represents 
version 6.40. 

set os=w2k: 

set unattendf ile=w2k . txt 

call f : \deploy\tools\scripts\w2k.bat 

This external batch file prepares the target server for a Microsoft Windows scripted 
installation. First, it formats the hard drive. Next, it copies text mode drivers and the 
Support Pack for Windows. Finally, it copies the files over for the Altiris Deployment 
Agent for Windows. The ss variable is used to determine which flat file drivers and 
Support Pack to copy. The os variable is used to determine from which Microsoft 
Windows distribution to install. The unattendf He \iax\ab\B denotes which unattend.txt file to 
use. 



Run Script (Install OS) 

winnt . exe 

This script launches the Microsoft Windows installation program. 
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Default Windows Hardware Configuration 

Hardware configuration using Windows scripted install jobs is accomplished through the 
automatic "smart default" methods provided by the SmartStart Scripting Toolkit utilities. The 
BIOS is configured to accept default parameters, and the array controller (if any) is 
configured according to one of the following methods: 

• If the system contains one hard drive, the system is configured for RAID 0. 

• If the system contains two hard drives, the system is configured for RAID 1. 

• If the system contains three hard drives, the system is configured for RAID 5. 

• If the system contains four or more hard drives, the system is configured for RAID ADG, 
if supported. Otherwise, the system is configured for RAID 5. 

Default Windows Installation Settings 

The provided Windows deployment jobs specify certain default configuration parameters. To 
deploy servers with specific configuration settings, you must modify the scripted install job 
or underlying files as necessary. 

Table 3-2: Windows Default Settings 



Component Default Settings 

Windows The administrator password for servers created using the provided scripts 

administrator is password . This password is stored as clear text in the unattended 

password answer file. HP recommends changing the default administrator password 

within the unattended answer file located in the .\deploy\configs directory 
in the Deployment Server default installation directory. 

Drive configuration A single 2-GB partition is created (automatically expanded to the full drive 
size during the operating system install). 

ProLiant Support HP installs the latest support pack drivers and agents. The Web Agent 

Pack files passwords are stored in encrypted form in the Foundation Agent Smart 

Component. By default, these passwords are not set and, the Web Agent, 
therefore does not function. HP recommends setting the passwords before 
performing scripted install jobs. For information about setting the Web 
Agent passwords, refer to "Preconfiguring the ProLiant Support Pack for 
Windows" in the HP ProLiant Essentials Rapid Deployment 
Pack — Windows Edition Installation Guide. 
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Red Hat Linux Scripted Install Jobs 

Table 3-3 provides the breakdown for a ProLiant ML/DL scripted install for a Red Hat Linux 
job. Each bold line represents one of the tasks in the job. Under each script task is a 
condensed listing of the script and a description of its functionality. 

Table 3-3: Contents of the Red Hat Linux Scripted Install Job 



Run Script (Set Hardware Configuration) 

set osf ile=linux-h . ini 
set hwrf ile=mldl -h . ini 
set aryf ile=mldl -a . ini 

call f : \deploy\ tools\ script s\setcfg . bat 

This external batch file sets the hardware and array configuration settings. First, it calls CONREP 
with the linux-h.ini file to set the hardware operating system settings. Next, it calls CONREP with 
the midl-h.ini file to set the rest of the hardware settings. Finally, it calls ACR with the midl-a.ini file 
to set the array configuration settings. 

Shutdown/Restart (Reboot) 

Run Script (Set Disic Partition) 

set prtf ile=linux-p . ini 

call f : \deploy\ tool s\ script s\setpart . bat 

This external batch file sets the disk partition configuration settings. It calls CPQDISK with the 
linux-p.ini file to set the disk partition settings. 

Shutdown/Restart (Reboot) 

Run Script (Install OS) 

set nf sserver=0 . 0 . 0 . 0 



set ss=ss.xxx 

where xxx is the ProLiant Support Pack version installed. For example, ss.640 represents 
version 6.40. 



set os=rhyy 

where yy is the Red Hat Linux version. For example, rhas2i represents Red Hat Enterprise 
Linux AS 2.1. 

set ksf ile=ks . cf g 

call f : \deploy\ tool s\ script s\rhyy . bat 

This external batch file prepares the target server for a Red Hat Linux scripted installation. First, it 
formats the hard drive. Next, it copies over Red Hat Linux boot files to the target server. Finally, it 
creates an autoexec.bat file. The autoexec.bat file contains a line that executes loadlin similar to 
the following: 

loadlin vmlinuz ks=nf s : %nf sserver% : /usr/cpqrdp/%ss%/%os%/%ksf ile% 
initrd=initrd . img 

The nfese/ver variable tells loadlin where to get the kickstart file. The as and ss variables are used 
to determine the location of the boot files to copy and determine the location of the kickstart file. 
The teff/e variable denotes the name of the kickstart file (.cfg) to use. 

Additional command line parameters may also be Included to support specific console needs. 



Upon rebooting, the target server boots to the C drive and runs autoexec.bat, which loads the 
Linux setup kernel. This reboot begins the Linux NFS-based scripted installation. 
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Default Hardware Configuration 

Hardware configuration is accomplished by means of automatic "smart default" methods 
provided by the SmartStart Scripting Toolkit utilities. The BIOS is configured to accept 
default parameters, and the array controller (if any) is configured according to one of the 
following methods: 

• If the system contains one hard drive, the system is configured for RAID 0. 

• If the system contains two hard drives, the system is configured for RAID 1. 

• If the system contains three hard drives, the system is configured for RAID 5. 

• If the system contains four or more hard drives, the system is configured for RAID ADG, 
if supported. Otherwise, the system is configured for RAID 5. 



Default Red Hat Installation Settings 

The provided deployment jobs specify certain default configuration parameters. To deploy 
servers with specific configuration settings, you must modify the scripted install job or 
underlying files as necessary. 



Table 3-4: Red Hat Default Settings 



Component 



Default Settings 



Linux root password The root password for servers created using tlie provided scripts is 

password. Tiiis password is stored as clear text in tine l<icl<start file. HP 
recommends tiiat you ciiange the root password to your own password and 
in encrypted form within the kickstart file. For instructions, refer to the 
Red Hat Linux Customization Guide located at 
http://www.redhat.com/docs/manuals/linux . 

When configuring the disk partition for a scripted operating system 
installation, a 75-MB boot partition is created and the remainder of the 
disk space is partitioned according to Linux default specifications. 

Basic Linux packages are installed for a scripted operating system 
installation. The GNOME and KDE packages are not installed. 

Firewall 



Drive configuration 



Packages 



Firewall settings are disabled. 



ProLiant Support 
Pack files 



HP installs the latest support pack drivers and agents. The default Linux 
Web Agent password is password. These passwords are stored as clear 
text in the input file, linuxpsp.txt, or, for Red Hat 7.2, in the ProLiant Support 
Pack installation script, rh72.sh located on the NFS server. 
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UnitedLinux Scripted Install Jobs 

Table 3-5 provides the breakdown for a ProLiant ML/DL scripted install for a UnitedLinux 
job. Each bold line represents one of the tasks in the job. Under each script task is a 
condensed listing of the script and a description of its functionality. 

Table 3-5: Contents of the UnitedLinux Scripted Install Job 



Run Script (Set Hardware Configuration) 

set osf ile=linux-h . ini 
set hwrf ile=mldl -h . ini 
set aryf ile=mldl -a . ini 

call f : \deploy\ tools\ script s\setcfg . bat 

This external batch file sets the hardware and array configuration settings. First, it calls 
CONREP with the linux-h.ini file to set the hardware operating system settings. Next, it calls 
CONREP with the midl-h.ini file to set the rest of the hardware settings. Finally, it calls ACR 
with the midl-a.ini file to set the array configuration settings. 

Shutdown/Restart (Reboot) 

Run Script (Set Disic Partition) 

set prtf ile=linux-p . ini 

call f : \deploy\tools\scripts\setpart . bat 

This external batch file sets the disk partition configuration settings. It calls CPQDISK with the 
linux-p . ini file to set the disk partition settings. 

Shutdown/Restart (Reboot) 

Run Script (Install OS) 

set nf sserver=0 . 0 . 0 . 0 
set ss=ss.xxx 

where xxx is the ProLiant Support Pack version installed. For example, ss.640 represents 
version 6.40. 

set os=ulyy 

where yy is the UnitedLinux version. For example, ulio represents UnitedLinux 1.0. 

set ctlf ile=mldl . xml 

call f : \deploy\tools\scripts\ulyy.bat 

This external batch file prepares the target server for a UnitedLinux 1 .0 scripted installation. 
First, it formats the hard drive. Next, it copies over UnitedLinux 1 .0 boot files. Finally, it creates 
an autoexec.bat file. The autoexec.bat file contains a line that executes loadlin. 
The nfeseAver variable tells loadlin where to get the control (.xml) and UnitedLinux yy operating 
system files. The os and ss variables are used to determine the location of the boot files to 
copy and also are combined to determine the location of the control file. The cfff//e variable 
denotes the name of the control (.xml) file to use. 

Additional command line parameters may also be included to support specific console needs. 



Upon rebooting, the target server boots to the C drive and runs autoexec.bat, which loads the 
Linux setup kernel. This reboot begins the Linux NFS-based scripted installation. 
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Default Hardware Configuration 

Hardware configuration is accomplished by means of automatic "smart default" methods 
provided by the SmartStart Scripting Toolkit utilities. The BIOS is configured to accept 
default parameters, and the array controller (if any) is configured according to one of the 
following methods: 

• If the system contains one hard drive, the system is configured for RAID 0. 

• If the system contains two hard drives, the system is configured for RAID 1. 

• If the system contains three hard drives, the system is configured for RAID 5. 

• If the system contains four or more hard drives, the system is configured for RAID ADG, 
if supported. Otherwise, the system is configured for RAID 5. 

Default UnitedLinux Installation Settings 

The deployment jobs provided with Rapid Deployment Pack use several default configuration 
parameters. To deploy servers with specific configuration settings, you must modify the 
scripted install job or underlying files as necessary. 



Table 3-6: UnitedLinux Default Settings 



Component 


Default Settings 


Linux root password 


The root password for servers created using tine provided scripts is 




password. This password is stored in encrypted form in the control file. It is 




recommended that you change the root password in the control file. For 




instructions, refer to the AutoYaST2-Automatic Linux Installation and 




Configuration with YAST2 guide located at 




http://www.suse.de/~nashif/autoinstall/8.1. 


Drive configuration 


When configuring the disl< partition for a scripted operating system 




installation, the disk space is partitioned according to UnitedLinux default 




specifications. 


Pacl<ages 


Basic Linux packages are installed for a scripted operating system 




installation. The GNOME and KDE packages are not installed. 


Firewall 


Firewall settings are disabled. 


ProLiant Support 


HP updates and installs the latest support pack drivers and agents provided 


Pack files 


by the Rapid Deployment Pack release. The default Linux Web Agent 




password is password. These passwords are stored as clear text in the 




input file, linuxpsp.txt located on the NFS server. 
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SmartStart Toolkit and OS Imaging Jobs 

SmartStart Toolkit and OS Imaging Jobs capture an exact copy of a server hardware 
configuration and hard drive image and deploy them to other ProLiant servers. 

IMPORTANT: Server images can only be replicated when the reference server and the target server 
are the same ProLiant server model with the same hardware configuration. 

The Capture Hardware Configuration and Image Job performs the following tasks: 

1. Runs several commands to remove cached DHCP information from reference server 

2. Runs the Altiris imaging tool to capture the target server hard drive image 

3. Runs a batch file that captures the hardware configuration, using the CONREP and ACR 
utilities from the SmartStart Scripting Toolkit 

The Deploy Hardware Configuration and Image Job performs the following tasks: 

1. Runs a batch file that deploys the hardware configuration, using the CONREP and ACR 
utilities from the SmartStart Scripting Toolkit 

2. Reboots the computer 

3. Runs the Altiris imaging tool to deploy a hard drive image to the target server 

Windows and Linux Imaging Jobs 

Windows and Linux systems are imaged using the default Altiris imaging mechanism, which 
relies on the Altiris Deployment Agent running on the system to be imaged. The imaging task 
instructs the Deployment Agent to perform pre-imaging configuration tasks on the system to 
be imaged, then the system reboots to DOS so the imaging can be performed. After the 
imaging is completed, the system reboots back to Windows or Linux, where the Deployment 
Agent recreates the previous configuration of that system. The pre-imaging configuration is 
necessary to configure server specific information, such as the computer name, IP address, 
domain name, security ID, and so on. 
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SmartStart Toolkit Hardware Configuration Jobs 

The SmartStart Toolkit Hardware Configuration Jobs can quickly deploy a server hardware 
configuration to other ProLiant servers. 

The SmartStart Toolkit Hardware Configuration Jobs: 

• Run a batch file that captures or deploys the hardware configuration using the CONREP 
and ACR utilities fi-om the SmartStart Scripting Toolkit 

• Reboot the computer (a reboot is required after configuring the array controller) 

The SmartStart Toolkit Hardware Configuration Jobs also include the System Erase utility. 
This utility can be used to erase all the data on a system, including the hardware configuration 
and hard drives. 



A CAUTION: Using the System Erase utility erases all data on the system. Be sure that all 
appropriate backups have been made before using the System Erase utility to prevent any 
data loss. 
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Understanding the Deployment Server Directory Structure 

When you install the ProLiant Integration Module for Deployment Server, the directory 
ADeployment Server is populated with the tools, scripts, and configuration files. 

Table 3-7 provides an overview of the directory structure for .\Deployment Server. 



Table 3-7: Directory structure for ADeployment Server 



Reference Name 


Directory Path 


Directory Description 


Images 


Aimages 


Contains the default image files created during an 
image capture task or deployed during an image 
deployment task 


Configurations 


.\deploy\configs 


Contains hardware, array, and partitioning 
configuration files 


Tools 


.\deploy\tools 


Contains various applications used specifically for 
Rapid Deployment Pack not provided by the 
SmartStart Scripting Toolkit 


Scripts 


.\deploy\tools\scripts 


Contains operating system-specific batch files 


SmartStart 
Scripting Toolkit 


.\deploy\tools\ssst 


Contains the SmartStart Scripting Toolkit, which 
includes the SmartStart Scripting Toolkit 
documentation 


Windows OS Files 


.\deploy\cds\windows 


Contains the Windows operating system files for 
system-specific scripted installation 


Linux Boot Files 


Adeploy\cds\compaq\ 
ss.xx)i\yyyy* 


Contains Linux-specific installation kernels and 
initial RAM disk images for starting the operating 

system-specific scripted installation 


Documentation 


Adocs 


Contains Rapid Deployment Pack — Windows 
Edition documentation 


* where xxx represents the ProLiant Support Pack version installed and yyyy represents the 
operating system/distribution shortcut name 



Images 

When performing the Capture Hardware Configuration and Image jobs and Deploy Hardware 
Configuration and Image jobs for both Windows and Linux, the image files are saved in this 
directory. These provided jobs use the default image file, wincap.img for Windows and 
Inxcap.img for Linux, which is specified within the imaging tasks of the jobs. If you use the 
jobs without modification, each time you capture a new image it will overwrite the previous 
image. To capture or deploy images for different server configurations, you must copy and 
rename the jobs, then modify the image file name in the imaging task so that the files are 
saved with a unique name. 
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Configurations 

The various initialization files for setting the server hardware, array, and drive partitions 
during the scripted installation jobs are found in this directory. 

When performing the Capture Hardware Configuration and Image and Deploy Hardware 
Configuration and Image jobs, the default initialization files representing hardware 
configuration and array configuration are WINCAP-H.INI and WINCAP-A.INI for Windows 
and LNXCAP-H.INI and LNXCAP-A.INI for Linux, respectively. 

When performing the Capture Hardware Configuration and Deploy Hardware Configuration 
jobs, the default initialization files representing hardware configuration and array 
configuration are CPQCAP-H.INI and CPQCAP-A.INI, respectively. 

If you use the capture jobs without modification, each time you capture a new configuration, 
it overwrites the previous configuration. To capture and deploy configurations for different 
servers, copy and rename the jobs, and then modify the configuration file name variable 
within the jobs so that the files are saved with a unique name. 



Table 3-8: Configuration Files 


Files 


Used for 


*-h.ini 


CONREP.EXE 


*-a.ini 


ACR.EXE 


*-p.ini 


CPQDISK.EXE 



Tools 

This directory contains tools used during server deployment that are not included in the 
SmartStart Scripting Toolkit. 
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Scripts 

The scripts contained in this directory are used for: 

• Wrapping utilities in the SmartStart Scripting Toolkit to detect and report errors back to 
the operating system 

• Setting up the target server to begin an operating system installation 



Table 3-9: Script Files 



Files 


Used for 


acr.bat 


Calls ACR.EXE 


conrep.bat 


Calls CONREP.EXE 


cpqdisk.bat 


Calls CPQDISK.EXE 


set*.bat 


Sets operating system, hardware, array, and 




partition settings 


get*.bat 


Gets operating system, hardware, array, and 




partition settings 


yyyy.bat 


Prepares hardware for operating system install. 




where yyyy \s the operating system or 




distribution shortcut name 



Windows OS Files 

One directory is created for each Windows operating system to store the operating system 
files. These files are used by the Windows scripted install jobs. The directory names are 
derived from the operating system name to distinguish each Windows operating system 
version. For example, .\deploy\cds\windows\w2k is the directory name for the Windows 2000 
operating system files. 

Linux Boot Files 

One directory is created for each Linux operating system to store the Linux boot files in the 
.\deploy\cds\compaq\ss.xxx directory. The directory names are derived from the operating 
system name to distinguish each Linux operating system version. For example, 
.\deploy\cds\compaq\ss.640\rhas21 is the directory name for the ProLiant Support Pack 6.40 
and Red Hat Enterprise Linux AS 2. 1 . 

The following files located within each of these directories are used by the Linux scripted 
install jobs to start the Linux installation: 

• iiutrd.img — The initial ram disk Linux image 

• vmlinuz — Linux boot kernel 

• loadlin.exe — Executable to load the Linux image and run the kernel 
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Documentation Files 



The Rapid Deployment Pack documentation is installed in the Adocs directory in Portable 
Document Format (.pdf). These files can be viewed using Adobe® Acrobat® Reader. 
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Server 



Installing the ProLiant Integration Module for NFS populates the /usr/cpqrdp directory with 
the operating system distribution files, Linux installation files, and ProLiant Support Pack 
files according to selections made during installation. Table 4- 1 provides an overview of the 
directory structure within /usr/cpqrdp. 



Table 4-1 : NFS Directory Structure 



Reference Name 


Directory Path Directory Description 


Linux distribution files 


/usr/cpqrdp/yyyy* Contains the operating system source files 

from the Linux OS distribution CDs. 


Linux installation files 


/usr/cpqrdp/ss. xxx/yyyy* Contains the Linux installation files. 


* where xxx represents the ProLiant Support Pack version installed and yyf!/ represents the 
operating system/distribution shortcut name 



Linux Distribution Files 

Within the /usr/cpqrdp directory, one directory is created per operating system for storing the 
Linux distribution source files. The directory names are derived from the operating system 
name to distinguish each Linux operating system version. For example, /usr/cpqrdp/rhas2 1 is 
the directory name for the Red Hat Enterprise Linux AS 2.1 files. 

NOTE: Red Hat distribution CD-ROM .iso images can be used in place of the source files at this 
location. This capability is not provided for Red Hat 7.2. For more information, refer to the Rapid 
Deployment Pack Knowledge Base at http://www.hp.com/servers/rdp . 

Linux Installation Files 

In addition to the operating system directory path created in the /usr/cpqrdp directory, a path 
associated with the support version, ss.xxx, is also created, where xxx represents the ProLiant 
Support Pack version. 
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Red Hat 

For each Red Hat Linux distribution, the kickstart installation files are stored in the 
/usr/cpqrdp/ss.xxx/rhjj directory, where ihyy represents the Red Hat distribution shortcut 
name. For example, Red Hat Enterprise Linux AS 2.1 installation files are saved in the 
/usr/cpqrdp/ssja:x/rhas21 directory. Different kickstart files are provided based on server 
model because of differences in technology and/or installation requirements. 

The support pack files associated with Red Hat are located in the /usr/cpqrdp/ss.xxx/rhyy/csp 
directory. A script file, rhjj.sh, installs the support pack components during a Linux scripted 
install. With the exception of Red Hat 7.2, the script file uses an input file, hnuxpsp.txt, to set 
various parameters. For additional information about the input file and instalHng the ProLiant 
Support Pack, refer to the ProLiant Support Pack and Deployment Utilities documentation. 

United Linux 

For UnitedLinux, the control installation files are stored in the /usr/cpqrdp/ss.xxx/ulyy/control 
directory, where ulyy represents the UnitedLinux distribution shortcut name. For example, 
UnitedLinux 1.0 installation files are saved in the /usr/cpqrdp/ss.xcx/ullO/control directory. 
Different control files are provided based on server model because of differences in 
technology and/or installation requirements. 

UnitedLinux updates are located within the control directory at 

/usr/cpqrdp/ss.xxx/ulyycontrol/updates. Custom package selection files are provided within 
the update directory. 

The ProLiant Support Pack files associated with UnitedLinux are located in the 
/usr/cpqrdp/ssjccx/ulyy/csp directory. A script file, ulyy.sh, installs the support pack 
components during a Linux scripted install. The script file uses an input file, hnuxpsp.txt, to 
set various parameters. For additional information about the input file and installing the 
ProLiant Support Pack, refer to the ProLiant Support Pack and Deployment Utihties 
documentation. 
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Customizing the Provided Jobs, Scripts, Tools, and 

Configuration Files 



Customizing the Jobs Pane 

The Deployment Server Console is the user interface for managing and deploying servers. 
Within the console, all the jobs are categorized in a folder hierarchy in the Jobs pane. You 
can rearrange the folders and edit the jobs. 

This section explains how to add, copy, and delete job folders and jobs. For additional 
information about the customization features of the Web console, refer to the Altiris 
Deployment Solution 6.0 Product Guide at h ttp ://www .hp. com/se rve rs/rd p . 



iSl Jobs 



[k] Initial Deployment 

$-1^ System Jobs 

□■■■(©] Microsoft Windows Scripted Install Events 

1^ ProLiant BL Scripted Install for Microsoft Windows 

IJ) ProLiant ML/DL Scripted Install for Microsoft Windows 

□■■■(21 ProLiant DL380 Packaged Cluster Deployment Events 

|§) Packaged Cluster Imaged Install for Windows 

|§) Packaged Cluster Scripted Install for Microsoft Windows 

^■■■(2l Red Hat Linux Scripted Install Events 

i 12) ProLiant BL Scripted Install for Red Hat Linux 

^ U) ProLiant ML/DL Scripted Install for Red Hat Linux 

□■■■(©1 SmartStart Toolkit and OS Imaging Events 

12) Capture Hardware Configuration and Linux Image 

U) Capture Hardware Configuration and Windows Image 

i 12) Deploy Hardware Configuration and Linux Image 

'■ 2) Deploy Hardware Configuration and Windows Image 

^■■■(2l SmartStart Toolkit Hardware Configuration Events 

i U) Capture Hardware Configuration 

U) Deploy Hardware Configuration 

12) Erase Hardware Configuration and Disks 

^■■■(©l UnitedLinux 1.0 Scripted Install Events 

i 12) ProLiant BL Scripted Install for United Linux 1.0 

^ 12) ProLiant ML/DL Scripted Install for United Linux 1.0 



IMPORTANT: Be sure to make copies of the provided jobs and files for backup to ensure that a 
working version exists in case you encounter a problem. 
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Adding a New Job or Folder 

To add a new job or folder: 

1. Right-click in the Jobs pane header, and select New Job or New Folder. 

2. Enter a descriptive name for the new job or folder. 

3. Press the Enter key. 

Copying a Job or Folder 

To copy a job or folder: 

1 . Right-click the job or folder, and select Copy. 

2. Right-click another location in the Jobs pane, and select Paste. 

IMPORTANT: The jobs in the Rapid Deployment Pacl< use long names to be descriptive. However, 
when attempting to copy these jobs, the name exceeds the 64-character limit of the Deployment Server 
Console and truncates because Altiris places Copy of in front of the job name. 



Renaming a Job or Folder 

To rename a job or folder: 

1. Right-click the job or folder and select Rename, or select the job or folder and press the 
F2 key. 

2. Enter a descriptive name for the job or folder. 

3. Press the Enter key. 

Deleting a Job or Folder 

To delete a job or folder: 

1. Right-click the job or folder, and select Delete. 

2. Click Yes when prompted to confirm the action. 

IMPORTANT: Deleting a folder permanently deletes all jobs within that folder. 

Moving a Job or Folder 

To move a job or folder: 

1. Select the job or folder. 

2. Drag and drop the job or folder onto another folder. To create a top-level folder, drag and 
drop the folder onto the Jobs pane header. 
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Exporting a Job or Folder 

To export a job or folder: 

1. Right-click the job or folder. 

2. Select Export, or Export Subfolders. 

3. In the Export Select Job(s)/Folder(s) dialog box, click Browse to designate a directory 
and job file, or enter the path and file name in the Export to File name field. 

NOTE: Job files are usually denoted with the .bin extension. 

4. Click OK. 

Importing a Job or Folder 

1. Right-click within the Jobs pane. 

2. Select Import. 

3. In the Import Job dialog box, click Browse to locate the directory and job file, or enter 
the path and file name in the Job file to import field. Job files are usually denoted with 
the .bin extension. 

4. Select the appropriate checkboxes, and then click OK. 

Customizing the ProLiant Integration l\/lodule for 
Deployment Server 

The following sections provide information about customizing the ProLiant Integration 
Module for Deployment Server. 

IVIodifying the IVIicrosoft Windows unattend.txt File 

You might want to modify the provided Windows unattend.txt file to: 

• Change the default administrator password 

• Change the default workgroup or domain name 

• Select which operating system components to install, such as Internet Information 
Services (IIS) or Terminal Services 

For information about editing a Windows scripted install unattend.txt file, refer to 
"Customizing the Provided Jobs, Scripts, Tools, and Configuration Files" in the HP ProLiant 
Essentials Rapid Deployment Pack — Windows Edition Installation Guide or the 
Windows 2000 online resource kit at 

http://www.microsoft.com./windows2000/techinfo/reskit/en-us/default.asp . 

For the location of the unattend.txt files on the Deployment Server, refer to Chapter 3 of 
this guide. 
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Customizing the Hardware Configuration Settings 

IMPORTANT: The hardware configuration files are not operating-system specific. The Linux scripted 
install jobs use these files also. Changing the supplied files might have unwanted consequences. 



You might want to customize the provided configuration files to: 

• Enable or disable Advanced Server Recovery (ASR) 

• Change the default boot order 

• Set the RAID level or number of logical drives 

For information about editing configuration files, refer to the SmartStart Scripting Toolkit 
User Guide or http://www.hp.com/servers/sstoolkit . 

For the locations of the hwrfile= and the aryfile- variables within the provided scripted 
install jobs and file location on the Deployment Server, refer to Chapter 3 of this guide. 



Updating the ProLiant Support Pack Files 

You might want to update your jobs to reference new support files if you have: 

• Created your own jobs 

• Customized provided jobs 

• Chosen not to overwrite the existing provided jobs when updating the Rapid 
Deployment Pack 

For the location of the ss= variable within the provided scripted install jobs and file location 
on the Deployment Server, refer to Chapter 3 of this guide. 

To update Linux scripted install jobs, the installation files in the ProLiant Integration Module 
for NFS Server must also be modified. For information about the ProLiant Integration 
Module for NFS Server directory structure, refer to Chapter 4 of this guide. 
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Customizing the Packaged Cluster Deployment Jobs 

This section provides instructions to customize the packaged cluster deployment jobs for 
Windows. 

The default array configuration file for the shared storage provided with the ProLiant 
Integration Module creates the following configuration in the Smart Array Cluster Storage: 



^ Array Cannguration utility - Microsoft Internet EkpIdi 



Array Configuration Utility 6.40.11.0 



« Smart Array 5i 
Conti-oller in 
Embedded Slot 



Configuration View 



show Physical View 




Q Smart Array Cluster Controller In 9J2B:IN72K5I 
f 9.1 GB Unassigned Drive at Box 1 : Bay 3 
f 9.1 GB Unassigned Drive at Box 1 : Bay 4 
f 9.1 GB Unassigned Drive at Box 1 : Bay 5 
9.1 GB Unassigned Drive at Box 1 : Bay 6 
□ Array A ^ 
Logical Drive 1 ( 510 MB, RAID 1 + 0 ) 
^ Logical Drive 2 ( 8163 MB, RAID 1+0 ) 



li E 



Select a taslcfor: 
Smart Array Cluster Controller in 
gj2BJN72K5LE 



Controller Settings 
Logical Drive Array Accelerator Settings 
Create Array 
Selective Storage Presentation 
Clear Configuration 
More Information 



Table 5-1 : Default Array Configuration 



Logical Drive 1 



RAID 1+0 510 MB 



Logical Drive 2 



RAID 1+0 Remaining Disk Space 



To specify a custom array configuration file for cluster deployments, complete the 
following steps to configure the storage and capture the hardware configuration using 
the Rapid Deployment Pack. 

1. Manually configure the arrays and logical drives in the Smart Array Cluster Storage 
using the Array Configuration Utility. 

2. Drop the Capture Hardware Configuration job in the SmartStart Toolkit Hardware 
Configuration Events folder on the server connected to the storage. 

3. After the event completes, locate the default file created by the event, cpqcap-a.ini, in 
the .\deploy\configs directory on the Deployment Server. Rename this file. 

4. Edit this renamed file by removing all of the array information for the internal storage, 
denoted by the following header: 

/Controller Specifications 
/Controller Smart Array 5i 

5. Close and save this file in the .\deploy\configs\clusters directory on the 
Deployment Server. 

6. On the Deployment Server, make a copy of the packaged cluster deployment job to be 
used to deploy this custom storage configuration. 
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1. Rename this job to indicate the storage configuration being deployed. 

8. In this new job, open the Run Script — Setup Deployment Environment task. Update the 
storagefile- variable with the name of the new array configuration file. 



^1 hp ProLiant Essentials Rapid Deployment Pack Powered By Altiris eXpress Deployment Server 



File Edit View Operations lods Help 



'* I a s a 1 tf I • (1 1 # X s ' 



a*'%n!i^^|siis]ia@Ei9i!3^ 



I Computer? 



B '^Ij New Computer? 
H - ^ All Computers 
b ^ myclu5ter 

dusnodel 
■■ -1^ clu5node2 



Initial Deployment 
System Jobs 

S 1^ ProLiant DL380 Packaged Clu5ter Deployment Event? 
^ Packaged Clu&ter Imaged In&tall For Windi 

^ Packaged Cluster Scripted In5tall For Micro5oft Wi 
^ Packaged Cluster Scripted Install For Microsoft Wi 



J 2J 



Packaged Cluster Imaged Install For 



Deacription: 
Condition: | [default] 



Setup » ] 



Task 



Copy File 
Copy File 
Run Script 
Run Script 
Run Script 
Run Script 

Computer 



I Details 



T 



From: .\Deplov\tools\scripts 
From: .\Bootwiz\bciot\DosWail.eKe 
S etup D eplo^ment E nvironment 



Script Infoimation 

Scripts run remotely on the managed computer Set up the script to run in the 
local environment. 



J- 



C Run thescript from iile: 
Name: | 

Description' Setup Deployment Environment 



" a| Modify . 



3 etup D epioyment E nvironment 

EF '■ER-SDSSERVER^ 
iERVERNAME-%NDDEFULL^ 
set CLUSTERNAME=^tt""select computer_group name from computer_group 
set CLUSTERID-?ttlcomputer@group_id^ 

set clusterfile-clusters\^CLUSTERNAME^.ini 
set storagetile=clustersVSACS-R1.ini 



3 



In which OS wxildyoLi like to run this script? — 
C DOS <! Windows C LinUH 



■Summary - To chatige elicit 'Advanced' - 



Running the script withthedefaultsecurit^ccntcKt. Thescriptwillberurronthe 
kjcal D eplo^ment S erver. The script window will be minimized 



ck I Nent > I 



NOTE: If this file is located in a directory other than .\configs\cluster, specify that directory in the set 
statement as well. For example, if the shared storage array configuration file, exch-R5.ini, was stored in 
a subdirectory of the cluster directory named Chicago, the set statement would be: 

set storagef ile=clusters\Chicago\exch-R5 . ini 
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Customizing the ProLiant Integration l\/lodules for NFS Server 

The following sections provide information about customizing the ProLiant Integration 
Module for NFS Server. 

Customizing the Red Hat Linux Kickstart File 

You might want to customize the provided kickstart files to: 

• Change default root or grub passwords 

• Change partitions, types, and sizes 

• Change Linux packages that are installed 

• Add errata kernel installation 

For information about editing the kickstart files, refer to the Red Hat Linux Customization 
Guide located at http://www.redhat.com . 

Refer to Chapter 3 of this guide for the location of the ksfile- variable within the provided 
scripted install jobs, and Chapter 4 for the kickstart file location on the NFS server. For each 
Linux distribution, there are several jobs and associated kickstart files for specific ProLiant 
models and families. If you want to make a change to the kickstart file for a particular server 
or type of server, copy, rename, and edit the kickstart file and the associated job to reference 
the new kickstart file. 

Customizing the UnitedLinux Control File 

You might want to customize the provided control files to: 

• Change default root or grub passwords 

• Change partitions, types, and sizes 

• Change Linux packages that are installed 

For information on editing control files, refer to the AutoYast guide at 
http://www.suse.de/~nashif/autoinstall/index.html . 

Refer to Chapter 3 of this guide for the location of the ctlfile- variable within the provided 
scripted install jobs, and Chapter 4 for the control file location on the NFS server. For each 
Linux distribution, there are several jobs and associated control files for specific ProLiant 
models and families. If you want to make a change to the control file for a particular server or 
type of server, copy, rename, and edit the control file and the associated job to reference the 
new control file. 
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